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DEVELOPMENT OF TURBULENCE-MEASURING EQUIPMENT ’ 
Ry LESLIE S. G. KOV~SZNAY 

SUMMARY 

Hot-wire turbulence-measuring equipment has been developed 
to meet the more stringent requirements involved in the measure- 
ment of j&actuations in flow parameters at supersonic velocities. 
The higher mean speed necessitates the resolution of higher 
frequency components than at low speed, and the relatively low 
turbulence level present at supersonic speed makes necessary an 
improved noise level for the equipment. The equipment covers 
the frequency range from 2 to about 70,000 cycles per second. 
Constant-current operation is employed. Compen,sation for 
hot-wire lag is adjusted manually using square-wave testing to 
indicate proper setting. These and other features make the 
equipment adaptable to all-purpose turbulence work with im- 
proved utility and accuracy over that o.f older types of equip- 
ment. Sample measurements are given to demonstrate the 
performance. 

(3) To interpret the measurements obtained in a com- 
pressible flow, where there are three parameters of the flow 
instead of the velocity alone, as in the low-speed case of 
turbulence 
The attack on these problems was conducted in separate 
phases. The development of hot-wire equipment capable 
of handling signals up to 50 to 70 kilocycles with a tolerable 
noise level is presented in this report. The work on the 
determination of tho laws of heat loss from wires ancl wire 
sensitivity in supersonic flow was conducted at The Johns 
Hopkins Universit.y ancl reported in references 1 ancl 2. 
The analytical decomposition of the fluctuating flow field 
into three modes and the interpretation of turbulence mcas- 
urements in a supersonic wind tunnel arc given in reference 3. 

INTRODUCTION 

The hot-wire technique at low subsonic speeds has become 
a standard tool of turbulence research. When high-speccl 
and supersonic wind tunnels appeared, the interest was 
focused more on the eflccts of compressibility than viscosity. 
This led to the accumulation of a wealth of clntn on supersonic 
flow devoid of quantitative measurements relating to the 
effects of the viscosity and, in particular, with rcspcct to the 
propcrtics of the turbulence that was present. 

After the equipment was put into operation and was used 
to measure turbulence in supersonic flow, some modifications 
in the equipment became desirable. Complete new units 
have been built that have incorporated these improvements. 
In the text and figures, the term “original” will bc used when 
referring to the equipment completed in the Bureau of 
Standards in 1951 and the term L’new,” when the equipmrn t 
presently7 in operation at The Johns Hopkins University is 
mentioned. 

The natural development calls for information on turbu- 
lcnce in supersonic wind tunnels just as it was needed in the 
case of low-speed wind tunnels in the last decade. 

The feasibility of using hot-wires in a supersonic flow was 
first demonstrated by Dryden and Schubauer in 1946, when 
they operated a 0.0003-inch-diameter tungsten wire in the 
Aberdeen wind tunnel and observed fluctuations with it. 
(This work is unpublished.) This type of measurement was 
repeated in the Langley g-inch supersonic tunnel at Langley 
Field in late 1947. 

It became apparent, after a closer examination of the 
problem, that there were three major problems to be solved 
before actual turbulence measurements could be obtained in 
supersonic flow: 

(1) To extend the response of the hot-wire probe and its 
associated equipment to much higher frequencies 

(2) To determine the heat-loss law of the hot-wire in 
compressible flow, thus replacing the well-established King’s 
law, valid only for incompressible flow 

The original equipment was clcveloprcl as a project con- 
ducted under the sponsorship and with the financial assist- 
ance of the National Advisory Committee for Aeronautics. 
The work was carried on in the Electronics Division, Engi- 
neering E!ectronics Section, of the National Bureau of 
Standards and was one phase of a joint project undertaken 
by NBS under the sponsorship of the NACA and by The 
Johns Hopkins University under the sponsorship of the 
Bureau of Ordnance of the U. S. Navy Department. By 
informal arrangement, the author, who is associated with 
The Johns Hopkins University, spent part time in the NBS 
laboratory directing the design and construct’ion. The 
author wishes to express his thanks to Dr. H. ;I,. Dryclen, 
who originated the cooperative arrangement between NBS 
and The Johns Hopkins University, and to Dr. G. B. Schu- 
bauer, who assisted in putting it into effect and promoted 
the work by his support and interest. The author is much 
indebted to Mr. Merlin Davis who did most of the detail 
design and experimental work. In addition, his conscicn- 
tious help with the compilation and assembly of the report 
material was invaluable. Thanks are due to Mr. J. G. Rcicl, 

1 This investigation WPBS conducted at the National Burean of Standards and the results were originally presented in N.4CA TN 2839, “Dewlopmcnt of Turbulence-Measuring Equip- 
ment” by Leslie S. C+. IEov&sznay, which w&s released in 1953. This Technical Note has been revised and is superseded by the present paper. 
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Jr., for supervision of the work as well as for his many 
valuable suggestions, such as the use of the biased-diode 
system of square-law detection, and to Mr. H. H. Parnell 
who helped with procurement and shop problems. 

The modifica,tions were later developed by the author at 
The Johns Hopkins University as a part of the turbulence 
research program jointly sponsored by the U. S. Navy, 
Bureau of Ordnance, and Project Squid. The author is 
indebted to Mr. Victor Svec, whose help was essential in 
this latter phase of the program. Thanks are also due to the 
Ballistic Research Laboratory of Aberdeen Proving Ground 
for giving supersonic-wind-tunnel time for first testing this 
equipment in supersonic flow. 
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SYMBOLS 

nondimensional constants of supersonic hot-wire 
heat loss 

convection constant, cm-g-set 
arbitrary random functions of time with zero time 

average 
G-R, dimensionless overheating ratio, R- 

I 
dimensionless overheating ratio, GiA 

R,LR dimensionless overheating ratio, 2 
R, 

thermal capacity of wire, ergs/‘C 
diameter of wire, in. in figure 7, cm elsewhere 
thermal energy accumulated in wire, ergs 
roltage, v 
I-oltage signal that would be attained without 

thermal lag, v 
characteristic voltage of wire, 2RfIo 
input voltage to diode circuit, v, e-JR, 
mean voltage drop across wire, v 
roltage fluctuation, v 
voltage fluctuation caused by l-percent mass-flow 

fluctuation, v 
voltage fluctuation cnuscd by l-percent tempera- 

ture fluctuation, v 
virtual voltage Auctua.tion that would be produced 

in absence of thermal lag, v 
voltage fluctuation produced by l-percent velocity 

fluctuation, T- 
frequency, cps 
maximum frequcnc>-, cps 

tube transconductancc, mhos 
heat loss of wire per unit, time, crgs/sec 
heating current, amp 
characteristic current of wire necessary to attain 

a,‘=1 at U==O, amp 
imaginary unit, 1’-1 
heat conductivity of air n.t. stagnation temperature, 

ergs/cm/sec/‘C 
self-inductance, 11 
hot-wire length, cm 

1, 
M 
MO 

resolution length, cm 
time constant of thermal lag in hot-wire, set 
t.ime constant of wire when operated unheated 

(resistance thermometer), set 

171’ 

NU 

Nuo 
n 
R 

percent mass-flow fluctuation, 100 -&XT -- 

Nusselt number 
PU 

Nusselt number at stagnation temperature 
thermal lag constant of a particular wire, amp2 set 
resistance of wire, ohms 

R.Ll correlation coefficient, =-= 

R, 
Be 
Reo 
R, 

resistance of wire at temperature T,, ohms 
Reynolds number 
characteristic Reynolds number of wire 
resistance of wire at reference temperature T,, 

ohms 
RVL meter resistance in square detector, ohms 
R mr mass-flow-temperature correlation 
R, resistance of wire at temperature T,, ohms 
r ratio of mean-square sum and difference, V/Z 
T temperature absolute, “K 
Ye equilibrium temperature attained if wire is un- 

heated, “K 
Tf 
TO 
ATo 
TlD 
t 
u 
AU 
UO 
AV 
W 
X 

Yr 25 

reference temperature (usually 273O K), “K 
stagnation temperature, OK 
stagnation temperature fluctuation, “K 
wire temperature when heated, OK 
t,ime, set 
mean velocity, ft/sec in figure 1, cm/set elsewhere 
velocity fluctuation, cm/set 
characteristic velocity of wire, cm/set 
bias voltage step, v 
heat input of wire, ergs/set 
space coordinate parallel to mean-flow direction 
nondimensional parameters depending on hot- 

a 
wire Reynolds number 

temperature coefficient of resistivity defined at 
T,, 1 per “C 

deflection of ratiometer needle 
equilibrium temperature ratio, T,/T, 
percent stagnation-temperature fluctuation, 

100 Jm 
TO 

P 
/A7 
E 
P 

AP 

z 

amplification factor 
viscosity at stagnation temperature, poises 
ratio of root-mean-square values of two signals 
density, g/cm3 
density fluctuation, g/cm” 
mean square of sum of two signals, (a+ 

T -T temperature loading, y 
0 

nondimensional parameters depending on operat- 
ing conditions of wire 

mean square of difference of two signals, (a--b)2 
time average 
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GENERAL REMARKS ON HOT-WIRE METHOD 

The hot-wire method for measuring turbulent fluctuations 
of the flow parameters essentially relies on the law of heat 
loss from a fine wire located in an air stream. 

For the usual condition, when the mean flow is large 
compared with the turbulent velocity fluctuations,. the whole 
turbulent pattern is swept by the wire and, as a first approxi- 
,mation, one can assume that the time history recorded by a 
stationary hot-wire probe is really a record of the moving 
turbulence pattern along the space coordinate x parallel to 
the mean-flow direction. Similarly the long-range behavior 
of the turbulent pattern in time is identified with the change 
in conditions downstream along the coordinate x. This 
interchange of space and time coordinates becomes justified, 
in the limit, as the turbulent velocity vanishes compared 
with the mean flow. This approximation enables one to 
estimate the resolution in space from the frequency response 
of the equipment. 

J 
The hot-wire has two rather important 

limitations. One is the nonlinearity with velocity; the 
other is the finite resolution in time and, consequently, in 
space. 

Since heat loss is not a linear function of velocity, it is 
rather impractical to measure turbulence with zero mean 
motion. No distinction between the positive and negative 
values of the velocity is possible because the wire responds 
only to the absolute magnitude of the velocity. As a result 
of this situation, the hot-wire is used almost exclusively in 
flows where there is a substantial mean flow and the tur- 
bulent fluctuations and the sensitivity coefficients will 
depend only on the mean operating conditions. 

The resolution length in the direction of the wire is the 
wire length itself, and its effect on measuring space charac- 
t,eristics (correlation and spectra) is given in references 4, 5, 
and 6. The resolution length in the flow direction is gov- 
erned primarily by the frequency response of the system. 

u Define lZ=zfmaz where jmaz is the maximum frequency of 

the amplifier, that is, where there is no substantial loss of 
response, and U is the mean speed of air flow. Figure 1 
shows the quantitative relationships. The “resolving power” 
can be represented by an area having as sides the length of 
the wire and the resolution length I, in the direction of flow. 
The resolution length in the third dimension is negligible, 
compared with the two lengths mentioned ‘before, because it 
is governed only by wire diameter, which is always small 
compared with the length. 

I 
The thermal lag of the wire is large enough to make the 

unaided wire impractical, even for measuring turbulence at 
low speed. The real advantage of the hot-wire method, 
however, is not so much its small time lag but the fact that 
the lag obeys a simple law ; therefore approximate compensa- 
tion can be applied satisfactorily. For higher frequencies 
the response of the hot-wire falls off inversely proportional 
to the frequency. If compensation can be achieved up to a 
factor of 100 (40 decibels), this will extend the useful fre- 
quency range by the same factor. If the useful band is 

Subsonic 

Scale, 2 = I 

.c 
d 

500 1000 2000 
U, ft/sec 

FIGURE l.-Resolution length of hot-wire anemometer at various 
speeds. 

assumed as extending up to the “&decibel point” (approxi- 
mately 70-percent response in voltsage), then the new fre- 
quency limit with such a compensation is as follows: 
M,milliseconds-__-__---------~--- ____ 1.6 1.0 0.8 0.4 0.2 
f moz kc/set-- ____________________ - ____ 10 16 20 40 80 

The use of fine wires, and consequently low time-constant 
values, permits higher frequencies but introduces serious 
mechanical difficult&. Any other turbulence-measuring 
technique which might be suggested in place of the hot-wire 
must offer a better resolving power without loss in absolute 
sensitivity if it is to be an improvement over the hot-wire. 

The sensitivity of the hot-wire probe to fluctuations can 
be derived from the law of heat loss from wires. The wire 
responds to fluctuations in the heating and cooling conditions 
imposed by the electric circuit and by the air flow. The 
static and dynamic equations applying to hot-wire per- 
formance in the case of an incompressible-flow medium will 
be derived as a basis for the design of the equipment, par- 
ticularly in regard to the choice of the hot-wire thermal-lag 
compensation system. 

The preliminary experiments with hot-wires in supersonic 
flow (refs. 1 and 2) have proven that the heat-loss functions 
are not substantially different from those in incompressible 
flow, nor is there any difference in the order of magnitude. 
This being the case, the well-established results for incom- 
pressible flow can serve as a guide in determining orders of 
magnitude. In fact, this was the procedure followed to find 
the design requirements for the development of the present 
equipment, since systematic data on wires in supersonic flow 
were available only in the latter phase of the work. 

- 
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The following formula derived by King (ref. 7) represents 
the heat loss in incompressible flow for a wire of small 
diameter: 

H=Z(T,- T,) (A’fl+B’) (1) 

Using wire resistances R, and R, corresponding to T, and 
T,, a useful temperature factor may be defined as follows: 

am’= R,---Re 
R, 

Since a’, the temperature coefficient of resistivity, is defined 
in terms of a reference temperature R, by 

R,=R,[~+~T,--T,)I (2) 

other useful temperature factors are 

and 

R,--R, 
aw=T- 

Be--n, 
ae=., 

These become important in temperature measurements. 
The conservation of energy requires that the diflerence 

between heat generated in the wire and heat lost to the air 
be equal to the thermal energy accumulated in the wire, so 

IzR,-l(T,-T,)(A’t~+B’)=Cr $= (3) 

where C, is the thermal capacity of the wire: 

If the mass of the hot-wire is small and the fluctuations are 
slow, the right-hand side of equation (3) can be neglected 
and a quasi-equilibrium equation of st.ate obtained: 

I*R,,=Z(T,- T,) (A’,O+B’) @a) 

For convenience, equation (3a) can be transformed into a 
nonclimensional representation 

(4) 

where 

and 

The new consta,nts R,, I,,, and V,, are characteristics of any 
given wire and have the dimensions of electric current and of 
velocit,y in acldition to the temperature factor previously 
mentioned. Equation (4) is formulated in terms of the three 
fundamental hot-wire variables U, I, and am’. Their func- 
tional relationship is shown in figure 2. Keeping one variable 
constant, the usual hot-wire characteristics are obtained as 
orthogonal sections. 

< 

10 

L!!! 
-I 

= Constant 

‘pg2 3 

FIGURE 2.-Hot-wire in thermal equilibrium. uw’= G3. 
, 

At constant temperature a,‘=Constant the square of the 
heating current is a linear function of the square root of the 
velocity. At constant current I=Constant the temperature 
factor azo’ decreases with increasing velocity. At const,ant 
velocity U=Constant the temperature increases faster than 
linearly with increasing heating current. 

’ 

The hot-wire, operated in an electrical circuit which pro- 
vides it with a constant heating current, responds to the 
velocity fluctuations by temperature fluctuations. These 
temperature fluctuations are recorded as voltage fluctua- 
tions. The value of voltage fluctuations at constant current 
is 

Ae a,’ 1 AU -=- -- 
e 2 (5) 

where Ae stands for the voltage fluctuations (departure from 
the mean), E=IR, is the mean direct-current voltage drop 
across the wire, and Au is the velocity fluctuation. The 
negative sign indicates that the wire responds witb a volta.ge 
decrement to a velocity increment. A nondimensional form 
of voltage-fluctuation sensitivity valid for all wires at zero 
Mach number is 

(‘3) 

with eO= 2I?,I, as a characteristic voltage and Ae, as the 
voltage fluctuation causecl by l-percent velocity fluctua- 
tions. The plot is given in figure 3 and indicates tl?at the 
sensitivity increases with both increasing velocity ratio and 

i 

increasing mean wire temperature. The results thus ob- 
tained are valid only for slow fluctuations because the right- 
hand side of equation (3) was neglected. For faster fluctua- 
tions the thermal lag becomes appreciable. Detailed 
analysis shows that,, within the reach of the linearized theory 
of fluctuation response, the thermal lag obeys a simple law 

(‘7) 

where Ae, is the voltage fluctuation that would have been 
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loo 

IO 

I 

@J 
e0 

.I 

.Ol 
I IO I00 

u 
UO FIGURE 3.-Nonaimensional hot-wire sensitivity in low-speed flow. 

obtained in a thermal quasi equilibrium (eq. (3a) or (5)) and 
114 is the time constant, depending on the operating condi- 
tions. The time constant is, in general, 

where C, is the heat capacity of the wire. With King’s law 
and linear dependence of the resistance on the temperature 

(9) 

where n is a constant depending upon the properties of the 
wire. For constant velocity, it will be noted that, I2 be- 
comes a unique function of aLo’, for the time constant is then 
simply proportional to the wire resistance. Where M0 is the 
extrapolated value for an unheated wire (azo’+O), 

M=Mo (1 +a,‘) (loj 

(This value applies if the wire is used as a resistance ther- 
mometer to pick up temperature fluctuations.) The hot- 
wire thus has four calibration constants: R,, U,,, I,,, and n. 
Orders of magnitude for practical hot-wire probes con- 
structed of platinum and tungsten wires varying in diameter 
from 0.00005 to 0.0003 inch are as follows: R,, 5 t’o 50 ohms; 
U,,, 200 to 300 centimeters per second; I,,, 25 to 150 milliam- 
peres; and n, lo-’ to 10e6 square amperes times seconds. 

The thermal-lag effect, (eq. (7)) can be determined for sine 
waves, and it can be easily shown that the equivalent circuit 
is a passive four-pole network with a time constant. M. The 
transfer function is complex, 

Ae 1 -= 
Ae, l+%rifM (11) 

where Ae, is the signal of virtual voltage fluctuation propor- 
tional to the velocity fluctuation and Ae is the actual voltage 

FIGURE &-Vector diagram of hot-wire thermal lag. 

y= tan-’ 2~fM. 

I 

.ooozL + I ’ I 
I 

I i . +Y 
.OOOl 1 I I 

IO 20 50 loo 200 5aJl,ooO lo,000 l00,000 5 CPS 
FIGURE 5.---Frequency response of uncompensated hot-wire. 

fluctuation. The vector diagram is given in figure 4 and 
shows both the amplitude reduction and phase lag: 

Ae exp [-i tan-‘(2rrfM)] 
Ae, 4 + WfW2 

02) 

The amplitude reduction for the usual range of time con- 
stants is given in figure 5. This figure clearly indicates that 
the hot-wire anemometer cannot be used for measuring rapid 
fluctuations unless the thermal-lag effect is substantially 
reduced by some compensating system. This was first 
successfully achieved by Dryden and Kuethe (ref. 8). Since 
then a number of other systems have been devised for reduc- 
ing thermal-lag effects. These will be discussed more in 
detail later. 

The heat loss at, supersonic velocities has been determined 
experimentally and data are given in references 1 and 2. 
The fluctuation sensitivities have been determined by 
logarithmic differentiation. Experiments for a complete 
range of Mach numbers have been carried out by Lowell 
(ref. 9) on wires of a large diameter (0.003 inch), but his 
main attention was focused more on the measurement of 
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FIGURE 6.-Heat loss of hot-wire as function of wire temperature in 
supersonic flow. 

mean-flow parameter values than on turbulent fluctuations. 
Recently the heat-loss parameters were remeasured and 
some new findings arc reported by Spangenberg in refer- 
ence 10. 

The results of the experiments conducted in supersonic 
flow can be summarized as follows: The unheated wire, 
when exposed to a supersonic air stream, reaches an equilib- 
rium temperature between 93 and 98 percent of the stag- 
nation temperature: 

Tt? 
-=v TO 

I 

(13) 
7 = 0.93 to 0.98 

The variation of q with Mach number is available from 
experimental data. If the wire is heated to a temperature 
T,, the heat loss is proportional to T,--T, as a first approxi- 
mation. For higher temperatures there is a substantial 
nonlinear effect.. This nonlinear effect does not seem to 
depend much on the Mach number. Figure 6 shows this 
variation as a function of temperature loading. 

The variation of heat loss on flow parameters can be 
represented nondimensionally with the Nusselt number 
as a function of Reynolds number and Mach number. 
If an appropriate combination of flow parameters is used to 
form the Reynolds number, the dependence on the Mach 
number disappears and the Nusselt number becomes a 
linear function of the square root of the Reynolds number: 

N”=dka(T,-T,) -“-=(Aqg-B) (1-G) (14) 

Values of A=0.58, B=0.8, and C=O.18 were found ex- 
perimentally. These results are shown in figure 7. 

0 2 4 6 IO 12 14 16 

FIGURE 7.-Heat loss of wire at supersonic speeds. Re=‘g; Nuo= 
. I 

H P. standard deviation of Nu, is 0.098. 
rlATk.’ 

According to equation (14), the hot-wire responds to 
mass flow and stagnation temperature, and the fluctuation 
sensitivities can be computed accordingly. The wire is 
sensitive to mass-flow fluctuations and to stagnation- 
temperature fluctuations. If the voltage fluctuations caused 
by l-percent mass-flow and l-percent absolute stagnation- 
temperature fluctuations are denoted by Ae, and Aer, 
respectively, the voltage fluctuation across the wire becomes 
(eqs. (8a) and (8b) of ref. 2) 

Ae = - 1 OOAe, ‘3 +lOOAe, F (15) 0 

(16) 

AeT=$$f 4 (&--0.38ya/-&am’) (17) 

where 7 is defined by equations (13) and 4 accounts for 
the nonlinearity of heat loss with temperature and y and 
z depend on the Reynolds number: 

4= 
1 

1 C’a,‘(l +a3 -~ 
9 

R -R 
aw’=Y I 

C’= 
1-,p l+a, 

9 
g=aT, 

(18) 

(19) 
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(21) 

The separation of root-mean-square mass-flow fluctuation 
and root-mean-square temperature fluctuation and the cor- 
relation between the two can be determined by taking 
measurements of mean-square fluctuations with the wire at 
different operating temperatures. 

The sensitivity coefficients Ae, and Ae, and their ratio 
are given as a function of aW’ in figure 8. 

GENERAL DESIGN CONSIDERATIONS 

The equipment is intended to indicate turbulent-velocity 
fluctuations and their time derivatives either at one or at 
two points in an air stream and to measure mean-square 
values and mean products of fluctuations and their deriva- 
tives. These afford the more commonly known statistical 
quantities, such as turbulent intensity, turbulent energy, 
correlation coefficients, scale, and shearing stress. In ad- 
dition, it is intended that the equipment should provide the 
basic units to which other circuits and instruments may be 
attached when it is desired to obtain other statistical quan- 
tities. For example, these may be frequency analyzers to 
obtain the spectrum or statistical analyzers to obtain prob- 
ability distributions. 

Commonly used hot-wire arrangements were also taken 
into consideration when laying out requirements. These 
arrangements are the single-wire probe with wire normal to 
the wind and the X-wire probe with a pair of wires, one at a 
positive angle to the wind and one at a negative angle to the 
wind. These are well-known types used in the measurement 
of the three mutually perpendicular components of the ve- 
locity-fluctuation vector. Since it was known to be neces- 
sary in many cases to use two such probes and to compensate 
them separately for lag, two channels were desirable. 

Features that would make possible the measurement of 
turbulence in high-speed wind tunnels were placed uppermost 
among design considerations. The extension of response to 
higher frequencies was therefore the primary requirement. 
The turbulence level to be measured, on the other hand, is 
expected to be quite low; therefore the noise level imposes 
limits on the sensitivity. These requirements suggested the 
decision in favor of conventional compensation (inverse 
397254-56-2 

14 1.4 

IZ- 0 
o 1.2 

t----l o Ae,,, c 
o AeT 

1-8 
d 

.8 

ae, 
AeT 

FIGURE S.-Variation of fluctuation sensitivities with wire temperature 
in supersonic flow. Tungsten wire with 0.0015-inch diameter was 
used. Flow conditions: M=1.73, To= 293’ Ii, and pressure at 
stagnation temperature was 40 centimeters of mercury. 

circuit) instead of a constant-temperature negative feedback 
system (see section entitled “Compensating Amplifiers”). 

Early in the work it was decided that the problem of 
measuring turbulence at very high speeds should be ap- 
proached by first analyzing and perfecting the fundamental 
techniques and apparatus necessary for such measurements, 
rather than by a hurried attempt to place hot-wires in a 
supersonic stream before the behavior of such wires and their 
response characteristics were known. Therefore it was de- 
cided to build equipment of a permanent type, which would 
be rugged and easy to service and check. In other words, 
the object was to avoid operational difficulties that so often 
plague a temporary laboratory setup. Such qualities become 
of inestimable value when experiments are undertaken in 
large supersonic wind tunnels where test time is at a pre- 
mium. Another advantage is that the equipment then would 
follow commercial practice; that is, a certain funct.ion is per- 
formed inside a rrbox” without special attention from the 
operator. Because the art of using hot-wires at supersonic 
speeds is so new, it was felt imperative that the equipment 
should have as great a versatility as possible. This quality 
has been achieved in the present equipment to a gratifying 
degree. 

The possibility of using two hot-wire probes at two different 
points in the flow field, where the operating conditions may 
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be quite different, led to the use of two independent amplifier 
channels. If the correlation coefficient is to be measured 
between two fluctuating quantities, the necessary sum-and- 
difference signals can then be produced after compensation 
and amplification. The advantages accruing from the use 
of grounded rather than ungrounded input circuits and 
possible means for reversing the polarity led to a decision in 
favor of push-pull amplifiers in all of the circuits. The 
direct measurement of the correlation coefficient is made 
possible by using a ratiometer to read directly the ratio of 
mean squares of the sum-and-difference signals from two 
hot-wires. This objective calls for a high-power output 
square-law detector, a requirement which led to the develop- 
ment of the biased-diode type of squaring circuit. The two 
independent channels, each built with push-pull amplifiers, 
naturally permit the measurement of correlation in the 
ordinary way, namely, by forming the sum and difference of 
t,he two signals of the two wires before feeding them to the 
amplifier. The correlation coefficient of two variable 
quantities a(t) and b(t) t,hat have zero averages is 

The bar denotes time average: 

. 1 T 
“=&: aT S 

x(t) at -T 

w> 

(23) 

If the mean square of the sum and difference is formed, the 
mean product is easy to obtain: 

~=(a+6)2 

v=(a- 1 

8--v=4 a 

(24) 

(25) 

(26) 

If the mean-square level of the two signals is adjusted to be 
identical E=l and 

@iI 
where 

In this particular case the correlat,ion coefficient becomes a 
unique function of the ratio of the mean square of the sum 
and the mean square of the difference. 

(12) Amplification of combined signals i 

(13) Differentiation of signal (once or twice) with respect 
to time 

(14) Squaring of a signal 
(15) Forming the ratio of two squared signals (mean 

square) 
The direct-current ratiometer is a two-coil instrument with (16) Supplying known-magnitude root-mean-square sig- 

practically no rest’oring force. The moving system assumes nals for calibrating the channels 
a position so that the opposite torques on the two coils are (17) Supplying linown time-constant circuit for cali- 
equal. The torque is proportional to the current in the coil brating and checking thermal-lag compensation 
and also to the magnetic field. The pole pieces are shaped in In addition to these basic functions, the amplifiers must be 

such a way that the magnetic fields vary continuously. The 
condition for equihbrium depends onJy on the ratio of the 
two currents I, and IZ. The deflection of the needle B can be 
expressed approximately by 

p z tan-l +i= tan-l T (28) 
2 

Since the correlation can be uniquely expressed in terms of 
the ratio T, the instrument can be scaled directly in correlation 
coefficient in addition to the ratio scale. With the tangent 
approximation the correlation scale becomes 

giving an almost uniform scale with R,b=O in the center and 
Rab=l and Rab= - 1 at the two ends. 

Since t,he equipment was expected to be used under circum- 
stances where there had been little previous experience with 
respect t,o wire thermal lag, that is, at supersonic flow, pro- 
vision has been made to measure the thermal lag of the wire. 
This is done by the square-wave method described in refer- 
ence 11. The problem of feeding square-wave current pulses 
into a relatively low impedance hot-wire circuit necessitated 
the use of a power amplifier. The presence of a power ampli- 
fier, on the other hand, provided a simple solution for control 
of the hot-wire heating current,. 

The units of the equipment must perform a large variety 
of functions that are listed below: 

(1) Supplying a controlled heating current to the wires 
(2) Measurement of the heating current (O.l-percent 

accuracy) 
(3) Measurement of the hot-wire resistance (mean re- 

sistance with 0.05-percent accuracy) 
(4) Combination of the voltage output of two wires (sum 

and difference) 
(5) Superposition of square-wave signals on wire-heating 

current 
(6) Amplification of hot-wire signal 
(‘7) Compensation for thermal lag 
(3) Rejection of signals of higher frequency than desired 
(9) Yleasurement of root-mean-square signal output of 

amplifier 
(10) Equalization of two compensated output signals 
(11) Formation of sum-and-difference signal from two 

channels 
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FIGURE 9.-Block diagram of turbulence-measuring equipment. 

supplied with appropriate forms of power which are controlled 

1 
and metered. Sine-wave and square-wave generators are 
used for calibration purposes. An oscilloscope is used to 
monitor the output signal. The hot-wire heating current is 
measured by the voltage drop across a resistor in series with 
the wire by the aid of a direct-current potentiometer. 

The various functions listed above are performed in the 
different units as follows: 

(a) Two control units: (l), (2) partly, (3), (4), and (5) 
(b) Two compensating amplifiers: (6), (7), and (8) 
(c) One service unit: (9), (lo), (ll), and metering power 

for two compensating amplifiers 
(d) Two power units: (12), (13), and (14) 
(e) One calibration unit: (2) partly, (IS), and (17) 
(f) Auxiliary equipment including ratiometer: (15) 

The block diagram of the equipment is given in figurc 9 
and the auxiliary equipment is shown by broken lines. A 
photograph is shown in figure 10. The breakdown of the 
equipment into units is mainly dictated by the flexibility 
desired and also by the order of magnitude of signals to be 
handled. The range of the quantities to be measured was 
cautiously bracketed and the preliminary design data follow: 
Platinum-hot-wire diameter, in- _ _ _ _ - _ - _ _ _ _ - -_ - _ -_ 0.00005-0.00025 
Tungsten-hot-wire diameter, in- _ - - _ - _ _ _ _ - _ _ - _ _ _ __ 0.00015-0.00030 
Hot-u-ire resistance, ohms-------- ____ --_--_-__-__ 2-100 
Hot-wire heating current, ma-. _-_ __ _ _ - - - - - _ _ _ _ _ __ lo-300 
Time constan: of thermal lag, milliseconds _ _ _ _ _ _ _ _ _ a 0.1-5.0 
Voltage signal from wires, mv _____ -- ______ --_-_-_ b 0.1-100 
Output signal from compensating amplifier (maxi- 

mum output before overloading), v __-__--__-___- 10-20 

a In the new equipment the upper limit was only 1.0 millisecond 
since sufficiently thin wires were used. 

I b Not taking into account thermal-lag effect. (Actual input signal 
is attenuated additionally by lag involving a factor 2-20.) 

The breakdown of the total amplification between (b) 
and (d) is such that the compensating amplifier has an 
approximate amplification of 10,000, with an output im- 
pedance of 3,000 ohms (each side of push-pull). This results 
in an output-voltage level of 1 volt for a lOO-microvolt 
input. Further manipulation of the signal, therefore, is 
performed on a level of the order of 1 volt or more. The 
power unit has a maximum amplification of the order of 
50 and its output is of the order of 30 to 40 volts. The 

Power supplies Law-level signal High-level signal 

Plate supply 
for control unit 2 Calibrating unit 

I I 

Oscillogroph 

FIGCRE lO.-General disposition of equipment. 

square detector supplies a current of the order of 0.5 milli- 
ampere into a load of 1,500 ohms, which is adequate for the 
ratiometer. All attenuators have ratio steps of 1: -\/z, 
malting a ratio 1:2 after squaring. By manipulation of the 
attenuator control the readings of the square-type detector 
are always in the more accurate region of the scale. 

In the following section the individual units will be 
described in detail. 

DESCRIPTION OF EQUIPMENT 

The parts list for the connectors of the various units is 
given as table 1. The parts lists for the other components 
of the circuits are given with the detailed circuit diagrams. 

CONTROL UNIT 

There are two identical control units, one for each channel. 
The detailed circuit diagram is given in figure 11. The front 
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Symbol Description Value Rating Manufacturer TYPO Remarks 

Vl__......___. Electronic tube. ____..._ ............. . ___-. . .._ ............... ._._. ............ . Radio Corp. of Am. __ _ ........... _._._ OD3 
V2 to V7 __.__. Electronic tubes ____.___ _._ ........... _____..____ ... _ ....... _ ................... Radio Oorp. of Am .... ______ ....... .._ WL6 
V8 .__._....__ _ Neon bulb. .. ..____ ._ _____ ............ .._. ..... .._ ...... ..__. .................. Oeneral Electric Co _..__ .............. NE51 
Rl.____....__. Resistor, wire-wound ._..._. ........... 6,000 R .... ._._ .... ._ .. 10 w 
R2 ______ .... ..__. Potentiometer, linear wire-wound .-... 5,090 R. .......... .._ .. 4 w _.__...__ _ Mallory Electric Corp .... ._..____ .... MSMP 
R3 ____._._.___ Potentiometer, linear wire-wound ..... 20,000 s2 .... .._. ._ .. 4 w ........... .._ Mallory Electric Corp .... ._ .......... M20MP 
R4 .._____._ _ _. Potentiometer, linear wire-wound ._ ... 2,000 n .......... ..__ _ 4 w.. ............ Mallory Electric Carp ... _ . .._ ........ MPMP 
R5 _______.___. Resistor, wire-wound .. .__....___ ...... 200 n ._._._._._..._._ .. M  w 
R6 _____._.___. Resistor, wire-wound.. ................ 6 ,OOOR .._ .............. 10 w 
R7 ____________ Resistor, wire-wound ._..._ ............ 35,000 R.. ............. 10 w 
R8 .______.____ Resistor, wire-wound. ..__....____ ..... 35,000 n ..... ._....._ .. 10 w 
R9 .._____.__ .. Resistor, carbon .... _..._._.....___ .... 2,M)O n is’%  ._ ......... >‘L w 
R10 ______.._ Resistor, carbon ..... .._.___....._ ..... 82,OilO n+5%. ... .~_ .. 1 w .. 
Rll.___..____. Resistor. wire-wound ..__...._..._. .... 100 %t5%. . .._......_. 10 w 
R12 _._...____. Resistor, carbon.. ..................... 5,000 R .............. $5 w 
R13 .._...____. Resistor, wire-wound noninductive ._._ 4.717 a&0.1%. .._. ..... 300 ma _. ....... Shallcross Manufacturing Co. .._._._ ._ --___- ___.___ ._. Special. 
R14.. .. .._ _ __. Resistor, carbon ............ .._ ..... ~_~ 3,900 12f170 ........ 2 w 
R15, R30 ..___. Resistor, wire-wound.. ..... .._ ........ 56,OW %tO.l%. ........ 1 w.. ... .._ ...... Shallcross Manufacturing Co. . .._.___ _ BX193E 
R16, R31..___. Resistor, wire-wound. .. .._ ............ 500 %tO.5%. .......... 150 ma.. ........ Shallcross Manufacturing Co.. .._____ _ BXlWL ____ .. Each comprised of five 

series resistors. 
R17 ___._______ Potentiometer, linear wire-wound-.-~ 2.000 n .............. 4 w ............. Mallory Electric Corp .... ._..__._.__. . MPMP 
R18 .__.._____. Potentiometer, linear wire-wound.. 200 R .. ............ 4 w.. ............ Mallory Electric Carp ........... .._ .. M%MP .. 
R19, R36 ..-... Resistor, wire-wound noninductive .... 10 a&0.1’%  .._. ....... 310 ma.. ........ General Radio Co .._ .................. 500B 
R20 .__...____ _ Resistor, CarboElm _._ ................ 2.00 n&l’%  ._ ......... 1 w 
R21, R38 .___ Resistor, Carbofilm.. ................. 680 n&l% ............ 1 w 
R22, R37 ._._._ Resistor, wire-wound noninductive .._. l.wO n&0.1% .... .... Oeneral Radio Co ........ .__. ......... 500H 
R23, R33 ... ..- Potentiometer, carbon ............... 100 a .......... 

: : : : ;O,“a. ._ __._ 
R24,R27 Resistor,wire-wound.. ................ O.zn&l% ._~. ._ ... ..___._ ..................... .._ ..................... .._ .. ._........._ .... . ..-.. Builtinlaboratory. 
R25 __......_ .. Resistor, wire-wound .. ..__ ............ 2.920&l’%  ~~_.~ ............... ....................................... . ._........___ ... ... Built in laboratory. 
R26,R28 ..___ ._ ._._.........._ _ ...... Resistor,wire-wound .._ .............. 1.9in+l’%  .... ._. .. ..___. ........................................... Butlt in laboratory. 
R29 .__.._____. Resistor. wire-wound ._......._ ..... _~ 1.44 n+lyO ............. .._ ............ ... .._._.~.......................__.__ .. ..____._......_ _ Bulltinlaboratory. 
R30 .____.___ . . See R15. 
R31.._...____. See R16. 
R32 _._....___. Resistor, wire-wound noninductive. ... 5,000 n+O.l% _ ..... ._. 14 ma .._._._ .... General Radio Co .._. ......... .._ ..... 500M 
R33 ..... ..___. Se@ R23. 
R34 _.....___ .. Resistor, carbolilm.. ................ 100 n&l% 
R35 __.....__ Resistor. fonr-decade .._ ....... .._. (a) 1.000 i&0.1% in 10 ..__ ............. General Radio Co ............ .._ ... -__ 510D .. 

(b) 10%l?O.lW. 
10 &tO.25g.. ............... 

_ ....... 
................ 

Qeneral Radio Co .._....._ ............ 510C 
(c) ___ .._ . Qeneral Radio Co .._....._ ............ 51OB 
(d) 1 %tl%. .......... .___....._ ........ General Radio Co.. .... .._ ............ 510A 

R36 .__________ See R19. 
R37. ___- ______ See R22. 
R38. ..... .____ See R21. 
R39 _._....___. Resistor, carbon. .._...____. .......... . 100,000 n&5%. ........ M  w 
R40.. ... ..__ Resistor, carbon ....................... 5,ooO &5% ._......_ _ .. M  w 
Cl .____ ..... .._.__.____ _ .... __ .... ..__.._.___ _ 100 v d.c .___..__. .. Capacitor __._........._........- ...... 4 pf. .._ Sprague Electric Co.. Vitamin Q 
C2 .. _.___.__ .. Capacitor .__._ .. .._ ................... 0.5 pf ....... ._...._._ .. 450 v d.c .__._ . .._ Aerovox Corp 
Ll, L2 .._.___. Inductive coil, torold.. ................ 0.35 mh ............... By 35 ma ....... Bumell & Co .._.___..._.__ ........... TC l-350 
L3 Inductive coil.. 0.5 mh.. .. ...... .._ .. By 18 ma .__._ .. Bumell & Co .......... .._ ............ TC l-1.W .. .._..._._. .._ ................... 
Sl, S2, S3 Toggle switch, one-pole double-throw. .................... ..__.._._.__ ... .._ .... ..____.__......_--..._____.._.__.__ _ __ ...... _____.__ ..... . Posslo~~ama, 100 ma, 

. 
54.. ...... .._ ... .._ .............. Centralab Inc ..- 1454 .... ..____. Lever-type switch ..................... 3 positions.. Globe-Union, 
S5, S6. .._._ ... Rotary switch .._.___ .................. 6 poles, 3 positions 

Div.. , 
....... _ .............. Mallory Eleetrle Corp .... ._........_. 3263 J.. ...... . Positions: 

S5: 1, turbulence 

s6: 5: $:t% 

S7 .__._...._ Rotary switch ... .._................._. 3 poles, 5 positions.. ... ..__..........._. Centralab Div., Globe-Union, Inc ..... Jv 9007 _______ _ ... Positlhns: 1, A; 2, B; 3. 
S8 ____._. .._ ... Toggle switch. ext; 4, die 5, sum. 
S9 ___.._..._._ _ Telephone-type key switch.. .......... ... ............... _..._ ............. . ..-..,.:...........................- .... ___._.___._ ..... Built in laboratory. 
Q  ....... .._._ _ Oalvanometer.. ..... .._ .............. .I l&O-15~~ a.. .._..._.._ _ ................. . Sensltlve Research Instrument Oorp Jw 
IMA Milliammeter _ ........ .._ ............ .I 0 to 1 ma ....... .._._ ..... _.....___...._. ... 301 ... ..____ _ Weston Electrical Instrument Carp 

FIGURE Il.-Control unit. 
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i- 87505 
FIGI-RE 12.-Control unit, front view. 

FICCRE 13.-Control unit, top view. 

view of the control unit is shown in figure 12 and the top view 
of the wiring is given in figure 13. The main functions of 
the control unit arc: 

(1) Control of heating current in the wires 
(2) Jfeasurement of wire resistance (mean) under both 

hot and cold conditions 
(3) Combination of wire signals before feeding them to 

the compensating amplifier 
(4) Superposition of square-wave current pulses to the 

heating current for measurement of thermal lag 
One end of each hot-wire is always connected to the ground, 

and one side of the square-wave genera,tor is also grounded. 
This is considered a rather important design feature of the 
equipment,, especially when high frequencies are occurring 
in the signal, because neither floating wires nor floating 
power supplies could be tolerated. 

The circuit consists of t.hree parts: 
(a) Current control 
(b) Multiple bridge 
(c) Switching arrangement 

Square-wave input 

Compensating 
amplifier 

jj Symmetrical 
5 input 

0 

FIGURE 14.-Heating-current control and square-wave feeding system. 

Current supply 
RI3 . 

From SI i 

R36 

FIGURE 15.-Multiple bridge in control unit. 

The heating current is controlled by six power tubes (SOL& 
G) and the multiple bridge represents the cathode load (see 
fig. 14). This cathode-follower type of operation greatly 
facilitates the superposit,ion of any current fluctuations such 
as square waves on the control grids. The current is con- 
trolled by the grid bias from a stabilized voltage divider. 

The measurement of cold resistance of the wire requires 
very small currents (1 t,o 10 milliamperes). Special pro- 
visions were made to feed a small current to the wires di- 
rectly from the voltage divider, since the tubes pass a larger 
current even at zero grid bias volt,age. 

In the original version the power tubes were connected as 
triodes; in the new form, however, they are used as pentodes 
and current control is effected by both control grid and a 
screen grid, thus providing a large range of current. This 
change was made concurrently with replacing the storage L 
batteries by electronically controlled power supplies. 

The multiple bridge consists of six parallel arms (fig. 15). 
Each arm acts as a voltage divider and a certain positive 
potential with respect to ground appears on points, s, a, a,, 
bz, b, and h. The resistance-measuring arm consists of 
R32, R34, and R35. The bridge ratio is 1O:l and resistance 
values up to 100 ohms can be measured in O.Ol-ohm steps. 

By appropriate switching the direct-current potential 
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FIGURE 16.-Matching circuit. 
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presence of an alternating-current component in the bridge 
current. Unfortunately, the decade resistors used in the 
calibrated bridge arm R35 do not have good high-frequency 
response; therefore the potential for the square-wave tests is 
taken from the uncalibrated bridge arm (from point s). 
Potentiometers R17 and R18 are carbon potentiometers. 
If the voltage from the wire alone is used, this signal con- 
tains an undesired squ.are-wave contribution that gives 
“spikes” when compensated (differentiation), so the bridge 
arrangement is absoluteIy necessary. Special chokes Ll, 
L2, and L3 protect the galvanometer from the square-wave 
component of the heating current, and the heating-current 
measurement by the direct-current potentiometer is also 
suspended during the square-wave test. 

differences can be detected by the galvanometer, thus giving 
resistance measurement or resistance comparison (e. g., two 
wire probes). The alternating-current potential fluctuations 
can be fed to the compensating amplifier both separately 
and in appropriate combinations. The heating current is 
accurately measured as a voltage drop across standard 
resistors by means of a direct-current potentiometer (located 
in t.he calibration unit). The standarcl resistors R19 and 
R36 are placed in series with each wire and an extra one 
R34 is in series with the whole bridge. The value of the 
latter is chosen to give the same voltage drop as the inclivid- 
ual ones if two hot-wires are used. The principal switch 
S7 has five combinations for measuring tither one of two 
single wires, the sum and difference of them, or an external 
calibrating signa.1. 

COMPENSATING AMPLIFIERS 

The compensating amplifier is the most critical part of the 
hot-wire equipment. An unconventional layout is neces- 
sary because of two extreme requirements. First, the level 
of the input signal is extremely low; therefore the question of 
thermal noise becomes of very great importance. Second, 
the electronic compensation of the thermal lag of the hot- 
wire requires a special frequency-response characteristic 
that can be adjusted with high accuracy according to time- 
constant values. These features naturally can be obtained 
on1.y by additional gain and extended-frequency band 
width. 

The combination of two signals before amplifying requires 
the use of rather well matched wires. If the two wires have 
slightly unequal lengths, and therefore resistances (less than 
10 percent), a special matching circuit (fig. 16) can reduce 
the effective length of the wire by ta.pping off a recluccd 
potent.ial from points a2 and lo?. Since the compensating 
amplifier has a push-pull input, neither side requires grouncl- 
ing. This gives the possibility of measuring the cliffrrencc 
output of two wires. The half sum of the signal from the 
two wires can be obtained by tapping off the midpoint 
of a 1: 1 voltage divider between the two hot-wire potentials 
(point e). In this way the sum-and-difference signals can 
be obtained before amplification, and the correlation coeffi- 
cient can be measured in the conventional way. 

The operating-frequency range is 2 to 80,000 cycles per 
second; therefore large interstage coupling condensers are 
needed for good low-frequency response which then necessi- 
tates special disposition and mounting features to avoid 
parasitic capacitances to ground and loss of gain at higher 
frequencies. 

The hot.-wire is a low-impedance source (2 to 20 ohms); 
thcrcfore the thermal noise originates primarily from the 
first amplifier st.age. The use of transformer coupling in 
order to improve signal-to-noise rat.io coulcl not be extended 
to both lower and upper ends of the frequency band. 
Another method for improving impedance matching between 
source and amplifier is the use of high-impedance metal- 
coated quartz fibers as hot-wires. iS0 successful results 
have yet been published. 

On the other hand, if the correlation coefficient is measured 
by the ratiometer, each probe is connected to one separate 
control unit, each signal is amplified and compensated 
separately, the sum and difference are formecl in the service 
unit, and the mean squares are formecl by the power units. 
This latter method is desirable if the two hot-wire probes 
must operate at two different points in the flow where the 
mean velocities, and therefore time constants, are widely 
different. 

The thermal noise is lower for triodes than for pentodes 
and the equivalent noise-generating resistance decreases 
inversely proportional to the transconductance of the tube. 
This led to the choice of 654 tubes in the first stage of the 
original equipment. In the new equipment, however, they 
were changed to Western Electric 417A, which showed both 
greater stability and lower equivalent thermal noise. Since 
the high transconductance always involves close cathode- 
grid spacing, these tubes are rather microphonic. This 
fact promoted the need for the special antimicrophonic 
suspension used for the first stage. 

The square-wave calibration of thermal lag requires a The thermal lag of the wire produces an attenuation and a 
separate bridge arm. The temperature (resistance) fluctua- phase shift. The frequency response of the wire with 
tions can be obtained from a balancecl bridge even in the complex notation follows: 
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(a) Inducbance resistance. 
(b) Capacitance resistance. 
(c) Transformer. 
(d) Negative-feedback resistance capacitance. 
(e) Improved form of system (d). 

FIGCRE l’i.-Compensation systems. 

e 1 
z=1+2rifM 

(30) 
i=J-1 I 

Here e, is proporbional to the velocity (or temperature) 
fluctuation and e is the actual distorted voltage output of the 
wire. The compensat,ion therefore must have a complex 
frequency response 1+2aifM. This means that the com- 
pensating circuit also has a characteristic time constant and 
the amplificat,ion becomes simply proportional to the fre- 
quency if the frequency is large (27~-M>l). Such circuits 
with a time constant can be obtained in many ways; there- 
fore the compensation systems are numerous. The several 
types that have been adopted are &own in figure 17. These 
are described briefly as follows: 

(a) Inductance-resistance compensation (fig. 17 (a)). 
This is the earliest type of compensation (ref. 8) where 
L/R=M with the additional requirement R,>>R. The 
large value of L necessitates the use of a large inductance 
choke. Frequency limitation is mainly due to the resonant 
frequency of the choke. The time constant is controlled 
by R which in turn also alters the amplification. 

(b) Capacitance-resistance compensation (fig. 17(b)). 
This is the most commonly used type. Compensation is 
controlled by the variable condenser C. Requirements are 
M=RC and Ro<<R. The main disadvantage is that C 
is floating above ground potential. The advantage com- 
pared with type (a) is that the amplification does not change 
with compensation setting. 

(c) Transformer compensation (ref. 11 and fig. 17(c)). 
The transformer adds a differentiated signal sufficient to 
restore the loss of signal from the wire. The advantage is 
no loss of gain. The disadvantage is the magnetic pickup 
and resonance of the transformer. 

(d) Negative feedback resistance-capacitance compen- 
sation (ref. 12 and fig. 17(d)). The equivalent circuit is 
identical with type (b) but has the advantage of being a low- 
impedance circuit. The condenser is grounded on one side 
(or close to ground in a push-pull circuit). The time con- 
stant M=RC, and the gain is RJR. The total range of 
compensation is 1 +g,R, where gm is the transconductance 
of the tube. The ceiling-to-floor ratio can be made 20 to 30 
without making the minimum gain of the stage less than 
unity. 

(e) An improved form of type (d) developed for the present 
equipment (fig. 17(e)). The feedback ratio is increased by 

where p is the amplification of the second stage. The total 
feedba,ck ratio can be boosted to a value between 200 and 
300, compared with 20 to 30 for type (d), and the minimum 
gain across the two stages is still approximately 10. 

There is also an entirely different approach to the com- 
pensation problem, namely, the constant-temperature feed- 
back system shown schematically in figure 18. The hot-wire 
is placed in a bridge and the unbalance voltage is amplified 
and fed back t,o the bridge to suppress the temperature 
changes of the wire. The system is discussed in detail in 
references 13 and 14. 

For the present equipment, type (e) compensation was 
developed incorporating the advantages of types (b) and (d) 
but not having all of their shortcomings. The ideal com- 
pensation would require ever-increasing response propor- 
tional to frequency (at high frequencies). Since there is no 
amplifier which has an unlimited increase in gain with fre- 
quency rise, the compensation has an ultimate limit. The 
working range of compensation can easily be represented by 
the ratio between basic amplification (“floor”) and the maxi- 
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Wire 

Amplifier 

I 1 

FIGURE l&-Constant-temperature feedback system. 

FIGURE lg.-Range of compensation. 

mum amplification of the compensating circuit (“ceiling”). 
The transition curve between the two levels gives the com- 
pensation characteristic (see fig. 19). By a suitable choice 
of circuitry a great part of this “volume” can be used for 
useful compensation. The ratio between floor (O-frequency) 
(in fig. 19 shown as “uncompensated”) and ceiling (a-fre- 
quency) amplification depends on the circuit constants. In 
circuit (b) it is simply R/R, and in circuits (d) and (e) it is 
identical to the feedback ratio K. In the case of circuit (d) 
the floor-ceiling ratio is not more than 20:30. This type of 
circuit is therefore suitable only for small amounts of com- 
pensation. In the present circuit (type (e)) the factor 
chosen was 250. This gives a satisfactory compensation up 
to a ratio of 100 (27r-M=lOO). Figure 19 shows how the 
ideal (dashed line) and real (full line) compensation charac- 
teristics compare. 

Using the usual resistance-capacitance input coupling, the 
noise is mainly generated in the first stage of the amplifier 
and consists mostly of tube thermal noise. The equivalent 

1,000 60 

500 

50 

200 

100 40 

50 

30 

db 

20 

IO 

v/rkompe&ted 
M=O 

I03 104 
-20 

105 

FIGI-RE 20.-Theoretical noise level of compensating amplifiers as 
compared with lo-kilocycle band-width amplifier. 

noise-generating resistance was studied on single tubes. 
It was found that 654 tubes had 1,200 to 1,700 ohms and 
417A tubes, 400 to 700 ohms. Naturally, the push-pull in- 
put doubles that value for the amplifier. On selected tubes 
the noise is white Gaussian noise. If the frequency response 
of the amplifier were flat, the noise power would increase 
only proportional to the band width. The time-constant 
compensation means additional amplification at high fre- 
quencies and the white noise is amplified too. The result is 
a great increase of noise, and the noise voltage increases 
proportional to the 3/Z power of the band width and pro- 
portional to the time constant M. Figure 20 shows the 
theoretical noise level (voltage) of a compensated hot-wire 
amplifier compared with a flat-frequency-response amplifier 
with a band width of 10,000 cycles per second. The noise 
root-mean-square amplitude of the latter is taken as unity. 
Every turbulent-energy spectrum measured has a maximum 
at a relatively low frequency, and the turbulence has an 
energy spectrum strongly decreasing with increasing fre- 
quency. This means that the signal submerges into the noise 
at some frequency value. 

The simplified circuit diagram of the amplifier is given in 
figure 21. The amplifier consists of five stages. All stages 
are in a push-pull arrangement to enable the handling of 
signals from ungrounded sources. The symmetry of the 

l 
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C321 II 
I 0 1 II 

Symbol Description Value Rating Manufacturer TSP~ 
~- 

Vl.---. Electronic tube a ____ ___._.......___ ..- .._.. “I”,“? Elec. Co., 41iA 

V% Electronic tube a .___ . . .._..__._.__. __..__.. Radio Corp. of Am. 6AK5 

2 
V5 ..__ Electronic tube * __.. _._.....__.___. .__._... Radio Corp. of Am. 6AK6 
V6..--- Neon tube.---.--.-. ._..____... -__. _..._._. Oenersl Elec. CO... iYE 
Cl _.___ Capacitor . ..__..__ -. 4.0af ..____.._ 10;. z Tobe Deutsch- DM104 

mann Corp., 
c2, 

2 

Capacitor _..__..._.. 0.5 af ..__...__ 6Oi.l Cornell-Dublller Bath 
Elec. Corp. tube 

C5...-. Cnpacitor....-..-.-. l.Oaf . .._. -.-. 600 v Cornell-Dubilier Bath 
d. c. Elec. Corp. tube 

C6...-. Capacitor..-...----- 0.5pf .._____.. 6Wd ; Aerovos Corp.. _... Tubular 

Ci . . .._ Cnpacitor- .._. -.-__. 0.0005&l% 60;:; Electra-Motive Mfg. Co., Inc. Elmenco mxa 
C8 .._._ Capacitor . .._._____. 0.005~f~l’% 6CJJ v Electra-Motive Elmcnco 

d. c. Mfg. Co., Inc. mica 
122~ ..__ capac/tor . . .._____.. 0.1 pfztl% .._ ._...._. Aerovox Corp. 

CiS 
Capacitor ___._..__.. 0.007fif+5% Wd,,9 Electra-Motive Elm,enco 

Mfg. Co., Inc. mica 
Cll, Capacitor- _-__ .-. ___ 0.0022 pff5% 6Oil v Electra-Motive Elmenco 

c29 d. c. Mfg. Co., Inc. mica 
c12. 

C26 
Capacitor ____....__. O.O04rffSOJ,.. 600 v Electra-Motive E~II$~C$CO 

d. c. Mfg. Co., Inc. 
c13, 

C27 
Capacitor . . ..___.__. 0.0012~ff5% W,,; Electra-Motive El;$Co 

Mfg. Co., 1x1~; 
c14. 

C24 
Capacitor _..__..___. 0.0022pff5% 6Oi.l Electra-Motive Elmuxo 

Mfg. co., Inc. rnlCB 

Symbol Description 1 

c15, 
c25 

C16, 
c22 

c17, 
C23 

Cl& 
c20 

c19, 
c21 

c30.... 

c31.-.. 

C32, 
c33 

Rl...v 
RZ..... 

R3..-.. 

R4..... 

R5..-.. 

R6...-. 

R7..... 

RS..... 

Capacitor _.._.___... 

Capacitor _.__..._... 

Capacitor ___._.__... 

Capacitor _..__._.... 

Capacitor. _-._ .._ 

cq&cltor, el&ro- 

Cy$tor, electro- 

C~;yitor, electro- 

Resistor, carbon..... 
Resistor, wire- 

wound 
Res$;;j wire- 

Resistor, wire- 
wound 

Resistor, wire- 
wound 

Resistor, wire- 
wpund 

R~SI;SI; wire- 

Electra-Motive 
Mfg. co., Inc; 

Electra-Motlre 
Mfg. co., Inc. 

Electra-Motive 
Mfg. Co., Inc. 

Electlo-Motive 
Mfg Co., Inc. 

Electra-Motive 
Mfg. co., Inc. 

Cornell- Dubilier 
Eke. Corp. 

Cornell-Dubilier 
Elrc. Corp. 

Cornell-Dubilicr 
Elec. Corp. 

V-estern Elec. Co., 
IN!. 

\t-estern Elec. Co., 
IllC. 

Ohmite Mfg Co.--. 

\Yestern Elec. Co., 
Inc. 

Western Elec. Co., 
IX. 

Western Elec. Co., 
Inc. 

Western Elec. Co., 
Inc. 

TYIW 

Elmenco 
mica 

ElllllXlCO 
mica 

Elmenco 
mica 

Elmenco 
mica 

Elmenco 
mica 

UI’3M-15 

UP80450 

Brown 
Devils 

a Matched to each other. 
FIGGRE 21.$ompensating amplifier. 
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R24 

1 

R26 

128 

27 

R34 

R23 -- 

(b) 
300~ d.c 

‘9 

I I5v O.C. 

Description Rating Symbol 

L...- 

Ll, L2 
TR-.. 

D..--. 

Sl..-. 

s2, s3. 

s4.... 

s5..... 

- 

( 

t 

Manufacturer 

Dhmite Mfg. Co.. -1 

Dhmite Mfg. Co... _ Brown 
Devils 

- 

- latinl Symbol 1 Descrirtion 1 Value Type 

Brown 
Devils 

Type 

Selectron 
UlBlCl 

JVQoo4 

PlSD 

3226.J 
2514 
301 

RQ.....I Resistor, 
Merit Coil & Trsns- 

former Corp. 

The Halldorson Co 
Merit Coil & Twms- 

former Corp. 
The DoAll Co-.... 

Centrnlab DiV., 
C+lobe-OnionS? 

Centralab ., 
Globe-U&n, Inc. 

Secondary winding 
of fl1ement tram 
former Choke ._______ ___. 

Filament tmns- 
former 

Rectifier, selenium 
bridge type 

Switch.. . . ..__..... 

18h ____. -_-__ 
12.6 v ___.___. 3.8 amp ..__.. 

R16 ____ Resistor, Carbofilm. 22 fkt5% .._. 
RI7 ._.. Resistor, Carbofilm. 22O,CWSSl% 
RI8 ._.. Resistor, Csrbofilm. 2OOlXtl%... 
RlQ.... Resistor, Carbofilm. 5,ooO n+l%. 
R20 ._.. Resistor, Carbofilm. 58,ooO n&5% 
R21._.. Resistor, Cnrbofilm. 39,000 n&l% 
R22 .___ Resistor, Cnrbofilm. 22 n&5% .___ 
R23 .__ Resistor, Carbofilm. 22O,OOQfl&l% 
R24.... Resistor, Carbofilm. lQO,03OSkSl~ 
R25 ._.. Resistor. Cnrbofilm. 1,ooO Stl%. 
R26 ._.. Resistor, Cnrbofilm. 20,000 Wzl% 
R27 _... Resistor, Cnrbofilm. 22 n&5% ..__ 
R28 ..__ Resistor, CarboElm. 20,000 St5% 
R29..-. Resistor, Csrbofilm 22O,OOQfGl% 
R30 . .._ Resistor, Cerbofilm. 5,OLW n&l%. 
R31..-. Resistor, CarboAlm. lO.ooO Wzl% 
R32 ..__ Resistor, CarboAlm. 10 n&5% _._ 
R33 _._. Resistor, CnrhoRlm. 680 fkt5% __ 
R34.... Resistor. Cnrbofllm 1,coo IktlO% 

2 P$;g7 PO- 
1 pole, 10 

gradually 
shortening 
positions 

Switch. __ __ _______. 

Toggle switch 
double-pole 
double-throw 

Switch .___________. NpO~p~ 

positi& 4 poles, 5 
positions 

Mallory Electric 
Corp. 

Centralab Div., 
Gl:bc-Union, Inc. 

Weston Electrical 
Instr. Corp. 

Switch ____. -.- _____ 

Toggle switch, one 
pole one-throw. 

Micronmmeter.-.-. 

FIGURE il.-Concluded. 
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FIGURE 22.-Compensating amplifier, front view. 

push-pull arrangement has additional benefits in stability 
and freedom from hum. The total amplification without 
compensation is approximately 15,000. The compensation 
adds another factor of 250 making the total amplification of 
high frequencies a maximum of 2.5 X 1 06. The breakdown of 
stages follows. First st,age: Low-noise triode, approximate 
gain 20. Second stage: High-gain pentode stage, amplifica- 
tion approximately 50. Third and fourth st,ages: Amplifica- 
tion without compensation approximately 20, with compen- 
sation approximately 5,000. Fifth stage: Cathode follower, 
approximate gain 0.5. 

The maximum signal occurs in the fourth stage and over- 
load occurs when the output signal is of the order of 20 volts 
root mean square. The gain control is between the first and 
second stages. It is a constant-impedance, double T, ladder- 
t(ype attenuator with 17 steps having the voltage ratio l:v?. 
This is convenient since it gives a double amplitude in the 
output of a square detector on the next higher step. The 
original equipment had LC-type low-pass filters. However, 
in the new form RC filters were adopted since t’hey are easier 
to match for the two identical channels and have no over- 
shoot. The output is sufficient to drive a high-impedance 
thermocouple circuit for all except the lowest level turbulence 
measurements. The proper balance of the individual stages 
is monitored by a small meter on the front panel. The tubes 
are all heated with direct current and the plate supply is a 
conventional regulated power supply (300 volts, 100 milli- 
amperes) with additional filtering incorporated in the com- 
pensating-amplifier unit. Stability of the amplifier was sub- 
stantially improved by using small series resistors in all grid 
circuits. Slow oscillations (motorboating) were eliminated 
by a Iow-frequency negative feedback, operating between t.he 
second and fourth stages, by simply connecting the screens. 
The low noise required the use of high transconductance tubes 
in the first stage, but these increased the microphonic pickup. 
The front-panel view is shown in figure 22. 

The noise level of the amplifier naturally depends on the 
frequency band width (filter) and time constant selected. 
Figure 23 shows the noise level, determined from the oper- 
a.tion of the compensated amplifier with varying time con- 
stant M, and filter settings, designated from A to E. The 
noise level is defined by the root-mean-square voltage fed to 
the input that produces a root-mean-square output voltage 
without compensation equal to that produced by the thermal 
noise with compensation in the absence of an input signal. 

200r 

180 I I I I I I 
I 

I I I I I I I 
0 .2 .4 6 

I 
.8 1.0 I.2 1.4 

Compensation, millisec 

FIGURE 23.-Noise level of compensating amplifier (equivalent input 
with compensation off). 

The problem of frequency-response characteristic adjust- 
ment of the amplifier near the upper frequency limit is a 
matter for compromise. The upper frequency limit affects 
the noise level and, if only the root-mean-square value of 
turbulent fluctuations were measured, the ideal frequency 
response would be uniform up to a given frequency limit, 
then very sharply cut off. On the other hand, if the phase 
relations are also important, that is, a faithful response of 
wave shape is required, then a more “gentle” falling off at 
high frequencies would be more advantageous. The fre- 
quency response may be adjusted by ‘%rimming” the circuit.. 
The frequency response of the amplifier with different cut- 
3ff filters in the circuit is shown in figure 24. The amplifier 
with no low-pass filter has a uniform response approximately 
up to 160 kilocycles and then falls off gradually. The com- 
pensation characteristics for an assumed ideal amplifier are 
shown in figure 19. The actual compensation characteristics 
nay be obtained by superposition of figures 19 and 24. For 
.ow time-constant values the response is limited by the filters; 
Yor high timeconstant values, by the ceiling-to-floor ratio. 

The response of the compensated amplifier may be accu- 
*ately determined by the method of square waves. A circuit 
trranged for this purpose is shown in figure 25. Square-wave 
julses are fed into a “dummy hot-wire” made up of a decade 
:apacitor and resistance so as to have a time constant in 
nilliseconds equal to the capacitance in microfarads (shunt 
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.8 

.6 

I2 5 IO 2 5 IO’ 2 5 I03 2 5 1042 5 I05 
/; cps 

FIQURE 24.-Frequeucy response of compensating amplifier. 

Cathode-my oscilloscopeT 

Dummy hot- wire --.__ 

FIGURE 25.-Calibration of compensation performance by square waves. 

FIGURE a&--Effect of compensation at high frequency. Time 
constant, 0.4 millisecond; square-n-ave frequency, 5,000 cycles per 
second. 

o Uncompensated 

b + compensated 

c + compensated 

d f compensated 

e Fully compensated 

f $ overcompensated 

FIGVRE 27.-Various degrees of compensation. Time constant, 0.4 
millisecond; square-wave frequency, 500 cycles per second. 

resistance=l,OOO ohms) and a frequency response identical 
to a real hot-wire with the same time constant. The fre- 
quency characteristics at the output of the amplifier are then 
det,ermined by t,he wave form appearing on the screen of the 
cathode-ray oscilloscope. The square-wave input signal dis- 
torted to simulate the behavior of the hot-wire is known to 
be properly compensated when the output signal is restored 
to its original form. The screen was photographed during a 
variety of tests and some of the photographs have been 
reproduced in figures 26 to 29. 

Figure 26 shows how much a square-wave signal of 5,000 
cycles per second is attenuated by a hot-wire having a time 
constant of 0.4 millesecond and how the greatly reduced and 
distorted signal can be restored by compensation. This 
shows how much information would be lost without compen- 

I,000 

&co 

2,000 

3,000 

5,000 

7,000 

l0,000 

&5,000 

20,000 

35,000 

50,000 

FIGURE 28.-Square-wave response of compensation. 
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> - . . - - 6 * - ’ . 

--- 

5’% md~rcotnpensated 

Right ,campensa’tion 

1 5 % overcompensated 

I 
FIGURE 29.-Sensitivity of square-wave method. 

sat,ion . Figure 27 shows the patterns obtained by varying 
the compensation setting. Figure 28 shows the response of 
the compensated amplifier to square-wave frequencies from 
200 to 50,000 cycles per second. The progressive departure 
from square-wave form shows the continual elimination of 
higher harmonics. A symmetrical square wave ha,s only odd 
Fourier components with amplitudes decreasing inversely 
proportional to their frequency. If only the fundamental 
frequency passes through the amplifier, the third harmonic 
is already out of the range. This condition probably has 
been reached for the 35,000-cycle-per-second square wave 
and definitely has been reached for 50,000 cycles per second 
because of the near sinusoidal form at the output. This indi- 
cates that full cut-off lies between 105,000 and 150,000 cycles 
per second. On the other hand, the contribution of the third 
harmonic is clearly visible in the 20,000-cycle-per-second 
trace, indicating an appreciable response at 60,000 cycles per 
second. The 15,000-cycle-per-second signal has an addi- 
tional contribution from the fifth harmonic. Since higher 

and higher harmonics come through as the signal frequency 
decreases, the wave shape becomes more and more square. 
However, as may be observed from figure 19, the effect of 
compensation also deteriorates with increased hot-wire time 
const,an t. 

The method of square waves is very sensitive for compensa- 
tion setting, especially when the square waves overlap. 
Figure 29 demonstrates the sensitivity of this method. The 
slight difference between the upper and lower side of the trace 
is due to a slight nonlinearity of the scope used. 

With a square-wave input and proper compensation for 0.4 
millisecond, the rise time of the output wave is approsi- 
mately 8 microseconds. The rise time here is defined as the 
time required for t,he out,put voltage to rise from 10 to 90 
percent of its final value when a discontinuous transient 
(step-function) voltage is applied to t,he input. The same 
definition would give a rise t,ime of 880 microseconds for t,he 
uncompensated wave, so the improvement, is of the order of 
100 depending slightSly on the definit,ion. 

SERVICE UNIT 

If the correlation between two signals is measured by the 
ratiomet.er method as described in the section entitled 
“General Design Considerations,” the two out,puts from the 
compensating amplifier must be combined to form the sum 
and the difl’erence of the two signals. The compensating 
amplifiers are provided with gain contSrol only in steps; 
therefore additional continuous amplitude controls are neces- 
sary in the service unit. The equality of the root-mean- 
square level of the two signals necessitates t,he incorporation 
of a thermocouple met.er. 

The circuit diagram is given in figure 30. Two input cir- 
cuits are provided by small-range amplitude controls and 
rectifier-type level meters to equalize the signals. The sum 
and difference of the two signals are produced by a special 
ring circuit. Out.puts are provided by convenient switching. 
A thermocouple root-mean-square meter circuit is incor- 
porated. The only special feature is tdle sum-difference 
circuit. If a ring of eight identical resistors is fed by two 
independent alternating-current signals at diametrically 
opposite points, pairs of resistors will connect each pair of 
feeding points. The midpoint of these pairs of resistors gives 
the arithmetic mean of the potentials; therefore one pair of 
diametrical tap points gives the half sum, and the other, the 
half difference, of the two input voltages (fig. 31). 

For calibration purposes it is desirable to feed identical 
signals to the two systems. This can be achieved by closing 
the “I=II” switch. 

The compensating amplifier must be terminated by a 
3,000-ohm load resistor to ground on each side. This resistor 
is not incorporated in the amplifier unit. The equalizing and 
metering circuit provides a load of approximately 3,000 ohms 
on the compensating-amplifier outputs. The front panel is 
shown in figure 32. Auxiliary circuits have been added to 
serve other equipment. This fact accounts for the extra 
features in the photograph. 

POWER UNIT 

The ratiometer method of measuring correlation requires 
higher direct-current. output from the square detector than 
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I Symbol I Description I VaIlI@ Rating Manllrm!turer TYPO 

Rl, RG . .._......- 
R2, R4 .._..... ~... 
R3, R5 . . . . . ._.. 
Ix... ^_. _. 
R8, 1~9 . . . . 
RN, RI5 . . . . . . 
Rll, RI3 
R12, R14 . 
RlB, R23 ..__.... ~. 
Ml, M3 .._.. 
M2 .._.. . ..’ 
Dl to 1)X _._......., 
TH. C ._..........’ 
Sl, s4, S6, si 
s5, SR, s9 ^... 
SZ....~~ ~.^..... 
S3...~.~ _...... 

Resistor. carbon .... .._...................._ ......... 
Resistor, Carbofilm.. .._........_ ................... 
Potentiometer, ganged ._ ............................ 
Resistor, Curbofilm .................. .._ ........... 
Resistor, Carbofilm ......................... _ ....... 
Resistor, c3rbon.........~...~......~ ................ 
Resistor, Cnrbofilm __ ................... .._ ......... 
Potentiometer, ganged .............................. 
Resistor, Cnrbofilm..............................~ .. 
~licroammetcr ................................. 

.......................... ..-....I:. 
0-200ga...............~.~ ........ ~.._ ...... 

Milliroltmrtcr. (t2mv ... ..-. .................. ........... 
Gwmanium diode...............-................~ ....... ~~._.....~~ .............................. 
Indirectly hented thermocouple ............. ._ ..... ............. 
Toggle switch, double-pole double-throw. 

1.5 ma heating for 5 mv output. 

Rotary switch ..... .._ .............................. 
Lcvcr-action switch 

Two poles, five positions. 
......... ................. ................... ................... ........... 

‘I’clcphone-type switch ....................... ..... ........ .._ ......................... . .......... 

Weston Electrical Instrument Corp..-.-. 
Rowson Electric Co. 
Sylvania Electric Products, Inc _......... 
Am. Thcrmo Electric Corp. 

Ccntralab Dir., Globe-Union, Inc . .._ 

3 

lS34 

1454 
14s-1r 

1 
0 

1 

I I 
FIGURE 31.-Sum-difference circuit: 

FIGURE 30.-Service unit. 

b 4 

is available from thermocouples. A higher power square 
detector and also a higher output amplifier have a number of 
other possible applications (e. g., recording of output level). 

The signal level emerging from the compensating amplifier 
is 1 to 5 volts except under rather special circumstances, for 
example, taking low-frequency measurements without ther- 
mal-lag compensation or making use of the then low noise 

FIGITRE 32.-Service unit, front view. 

level (3 to 4 microvolts). In this case the output may be as 
low as 50 to 100 millivolts. The circuit diagram of the power 
unit is shown in figure 33. The power unit also incorporates 
two differentiating circuits that can be cascaded to provide 
second derivatives with respect to time. Depending on the 
frequency range, the time constant of the differentiation 
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R7 

PI3 

fifr 
PI7 s2 

-r 
- 

._ 
_ 
_ 
. 

Symbd 

Vl, v: 
;;--i; 

v14 
v15, 

V18 

E::: 
TR-.. 

Ll.-.. 

L2, L: 

L4, LI 

Cl.... 

CL... 

c3..-. 

c4.... 

c5.... 

CL.. 

E:::: 

cs.... 

ClO, 
Cl1 

c12... 

Description Value Symbol Description Valne Rating Manufacturer Type 
__-- 

c13..-. cw&itor, electro- 8Orf __... 5oov.. ___...__.....-- ------ can 

Cl4 __._ Caoacitor, electro- 80rrf __.______. 500 Y.. ____._____...____..__ Can 

Rating Manufacturer Type 

CK 5654 
6ASi 
GAL5 

OB2 

OA2 
5v4 
co-431 

BP-839 

S-240 

TMC5G 

Elmenco 
mica 

Elmenco 
mica 

Bath 
tube 

CalI 

Elmenco 
mica 

Bath 
tube 

Trimmer 
Bath tube 

Call 

can 

I 
-- 

3. 
._ 
) 

.- 

._ 

1. 

, 

. 

.- 

.- 

. 

._ 

1 
- 

Electron tube __..... 
Electron tube _...._. 
Electron tube _.-.... 

Electron tube ._._... 

Electron tube ___.... 
Electron tube . .._._. 
Power transformer-. 

Filter choke ___.__._. 

Raytheon Mfg. Co 
Raytheon Mfg. Co 
Raytheon Mfg. Co 

l&c. 
Canacitor. electro- ___.. Raytheon Mfg. Co C15, 

Cl6 
c17..-. 
Rl..... 
R2X.. 

Ek:: 

E:::: 
Ri..... 
R8..--. 

R9.--.. 

RlO.... 

Rll..-. 

._... Raytheon Mfg. Co 
_.___ Raytheon Mfg. Co 

..___ -. United Trans- 
former Corp. 

ll;;;~~~e; 
ondary 

lOhat6Oma 
d-c resist. 
ance, 2i5 R 

15hatU)Oma 
d-c resist, 
awe, 150 R 

10hatOma; 

L,” 9 “2 
d-c resist. 
a?c?, tlon 

0.005fif 

0.001 /Jr.---.. 

0.5&---.. 

10 pf ._.__.._. 

0.003~f....~. 

0.5&.--.-. 

0.0005af.-~.. 
0.5af .__. -._. 

loaf....----. 

40 rrf ._._____. 

x0 fir.. __ _ _. _ _ 

.______ The Halldorson Co 

._.__._. ThoHalldorson Co 

Ma.% Thordarson Elec. 
mrrent, Mfg. Div., Ma- 

375 guire Inds., Inc. 
ma 

W;esz” Elcc. Co., 

Western Eleo. Co., 
Inc. 

Western Elec. Co., 
Inc. 

Filter choke. .__.. ___ 
wound 

Resistor, wire- 
wound 

Resistor. wire- 

1,500 f&l%.. 

25,000 n&l%. 

200 a+tr7?o ..- 
3,000 n&l%. 

Filter choke . ..__.... 

WOUMi 
Resistor, Carbofilm. 
Resistor, Carbofilm. 

Capacitor __.... __.. 

Capacitor---- _.__... 

Capacitor, oil-filled. 

CTttacoitor, electro- 

Cspicitor- -- .__..... 

Capacitor, oil-filled. 

Capacitor, variable.. 
Capacitor. _____._... 

600 v-. Electra-Motive 
Mfg. Co., Inc. 

600 v.. Electra-Motive 
Mfg. co., Inc. 

600 v.. Cornell-Dubilier 
Elec. Cr rp. 

450 v.. Aerovox Carp .__.. 

Carbofilm. 
Carbofilm. 
Csrbofilm. 
Cnrbofilm. 
Carbofilm. 
Cnrbofilm. 
Carbofilm. 
Carbofilm. 
carbon..... 
Carbofilm. 
Carbolilm. 
Csrbolilm. 
wire- 

600 v.- Electra-Motive 
Mfg. Co., Inc. 

600 v.. Cornell-Dubilier 
Elec. Corp. 

600 v.. Cornell-Dubilier 
Elec. Corp. 

450 v.. Aerorox Carp ___--. Potentiometer, wire- 10,000 R-. __.. 2 w.-. 
wound 

Resistqr, Carbofilm. 100,000 f&l% 1 w 
P;tt;tlometer, car- lOO,O+l n __... 2 w... 

Mallory Elec. Carp- Linear 
MlOMP 

450 Y 

500 v. 

FIGURE 33.-Power unit. 
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1 R31 

I 
,1 
R31 R31 R31 R 

: 

R26 

R31 

l- 

R52 

(b) 
,- 

3ymbol 1 w;;;ption lg / V&e 

R30 ._.. Potentiometer, wire- 1,000 R _____.. 2 IV... 

Manufacturer Type Symbol Value Rating Manufacturer Type Description 

RW _._. Resistor, carbon..... 220,000 SW 

R51.. R$;;td wire- 
sk!zlO~~ 

200 0 _._______ 5 w 

R52.. Resister, wire- 5w 

R53 _.__ 
wouqd 

I,oooR _____ -. 

Potete~~meter, wire- 500 n .__. -.--_ 2 w ____ Mallory Elec. Corp. 

SL ._._ Selenium rectifier-.. 130 v _________ 75 ma- Fex$a~~lec. Prod- 

Fl..... Fuse..--.-----..--.- .__-_________.- 0.6 ______..___._.._..__. 

F2.em.e Fuse.,..,~.~~.~.~~.. __________.._._ 5 :gl?. _--._--_..-__._.-._.. 
NE.... Nebo;dndwatmg ___________-___ $46 w Qeneral Elec. Co... 

91, 55. 3-cii;;; 5-position ..-- ___..______ .-.-.-_- Centralab Div., 
Globe-Union, Inc. 

52, L-46, Double-pole double- 
58, 99 throw switch. 

s3, 54, Lever-action switch. _______________ ________ Centralab 

MSS 
ClobP-lJnioi?k. 

Microammeter ._____ 50, 0, 50~s ____ Tfsi;t Int. II&S. Id .___. 
3 

M4 Microammeter ______ 0,500 @..- ___ Retgist Sex&i;~ Res. In&‘. 

Mallory Elec. Corp MlMP 

#loo3 

ACC 

AGC 
E51 

v9902 

1454 

Model 15 

“u” 

Carbofilm- 
carbon..-.- 
carbon...-- 

Resistor, 
mound 

Resistor, 

wire- 

wirewound. 

FIQURE 33.-Concluded. 
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FIGURE 34.-Biased-diode square-law detector. 

circuit can be varied by changing the capacitor. An attenu- 
ator with steps and l:,E ratio controls the gain and a con- 
tinuous gain control is provided to adjust levels of relative 
amplification in the two channels (two power units). After 
two stages of voltage amplification a high-power push-pull 
stage raises the signal to the 30- to 40-volt level across a 
rather low impedance (4,000 ohms cathode to cathode). 
This power is available as an output for any meter or equip- 
ment requiring high alternating-current power. 

The square detector is a separat,e circuit within the power 
unit. Figure 34 shows the square-law detect,or circuit. The 
original equipment was built with germanium diodes and 
small dry-cell batteries for bias. In the new equipment, 
vacuum-tube diodes are used and the bias is provided as 
roltage drop through resistors fed from a separate floating 
power supply. The original circuit is given in figure 34, since 
it is easier to follow the principle of operation. The circuit 
uses the biased-diode method that can be adjusted to any 
monotonic functional relationship between voltage and cur- 
rent. The circuit consis& of pairs of rectifiers with series 
resistors acting as full-wave rectifiers. The bias volt,age 
prevents the rectifiers from conducting before the signal 
overcomes the bias volt,age. Thus with increasing instan- 
taneous voltage more and more stages of rectifier pairs are 
conducting. The curve of rectified current against input 
voltage is controlled by the series resistors. 

The comput,ation of the circuit can be simplified b- 
assuming continuously distributed rectifying elements and 
series resistors. If the voltage drop across the meter can be 
neglected, identical series resistors would produce an exact 
square law. In the general case the voltage drop across the 
meter must be subtracted from the input voltage. The 
following quantities are clefined: 

Slight overload Normal operation Low level Very low level 

FIGURE 35.-Amplitude response of square-law circuit. Amplification 
readjusted for each oscillograph. Frequency, 100 cycles per 
second. 

500 cps 1,000 cps 2,000 cps 5,000 cps 

FIGURE 36.-Frequency response of square-law circuit. 

e input voltage 
I output current 
IL meter resistance 

I 

7iet 

input voltage to diocle circuit, e- IR, 

value of the resistor in stage that just starts conducting 
at voltage e’ 

AV bias voltage step between stages 
Assuming continuous distribution it can be shown that 

&~-A’V R’. 
-- 7 (31) 

By choosing the resistors on the basis of this approximate 
theory the square law established itself remarkably well. 

The square-law circuit responds instantaneously within 
the limitations of capacity effects in the diodes. If the out- 
put voltage is plotted against the input voltage (sine-waves 
input), the resultin, v Lissajous figure on the cathode-ray 
oscilloscope is a parabola. Figure 35 shows a series of such 
parabolas at varying amplitude levels. At low levels the 
steps are clearly seen, but at higher levels the parabola is 
practically continuous. The variation of square response 
with frequency is shown in figure 36. The increasing phase 
lag produces an 03 -shaped pattern when the phase lagbecomes 
9o”. The quantitative response of the squaring circuit is 
given in figure 37, showing that the performance is not 
inferior to that of a thermocouple but produces a sub- 
stantially higher direct-current output. The front panel 
arrangement is shown in figure 38. The compact unit of the 
square-wave detector is shown in figure 39. 

CALIBRATION UNIT 

The control unit and compensating amplifier have been 
made in two identical units to provide for two identical 
channels. The functions that are not needed in duplicate 
and involve the low signal levels of the amplifier input are 
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FIGURE 3i.-Calibration of square-law circuit. 

FIGITRE 38.-Power unit, front. view. 

integrated into a calibrat,iou unit. 
The circuit diagram is given in figure 40 and the front 

panel is shown in figure 41. There are two independent 
circuits. One is a calibrating-test voltage supply and the 
other, a direct-current potentiometer. 

The calibrating-test voltage is obtained from an est,ernal 
generator (sine-wave, square-wave, or random-noise). A 
thermocouple root-mean-square meter (0- to a-milliampere 
range) measures the current through the calibrated resistors. 
A shunt can change the range by a factor of 10. The poten- 
tial across accurate resistors can give continuous range of 
test voltages from 300 microvolts to 90 millivolts at any 
wave form. A “dummy hot-wire” (essentially the same as 
in fig. 25) is incorporated giving a fixed time constant of 
0.5 millisecond. 

: I I’,1 I 1 I:lll 
:o:‘ : ,,,_, “‘, ‘I’ ,. . . .._ : 2 

: ,-‘, ,jj+,& ‘,‘,” : I 

FIGURE 39.-Biased-diode square-law detector in power unit. 

AUXILIARY EQUIPMENT 

The auxiliary equipment employed is shown dotted in 
figure 9. 

Power supplies.-The compensating amplifiers are sup- 
plied with the appropriate forms of power which are con- 
trolled and metered. The control units have two power 
supplies, one for the plate and one for the filament. 

Oscilloscope.-An oscilloscope is used to monitor the out- 
put signal. The faithful response of the oscilloscope is im- 
portant in square-wave calibration. 

Ratiometer.-It was stated in the sect,ion entitled “Gen- 
eral Design Considerations” that the ratio of the output 
currents supplied by the power units can be made a unique 
function of the correlation coefficient. The ratiometer used 
was made by the Sensitive Research Co. The power re- 
quired to operate this instrument is a 0.5-milliampere direct 
current across a 1,500-ohm resistor, which would produce a 
750-millivolt potential drop. The power unit has this capa- 
bility available, whereas the thermocouples installed in the 
service unit are incapable of supplying this amount of power. 
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Hundredths Tenths Units 

(b) I 

(a) Test-signal calibration. 
(b) Direct-current potentiometer. 

TYP Symbol 1 Description Value Rating 
-__-. 

10,MX)n .__... . . . . . . . 4w . . . . . . . 75 n.....-.........~..... 4 Iv......... 
- 

Mallory Electric Corp. ..__. .-. 

Mallory Electric Corp . .._......._. 

MlOMP 

Mi5P 

18iOA 
1871 B 
1871C 
1871D 
MBMP 

505x 

Center-tap potentiometer, linear 
wire-wound. 

RI -. ....... _ 

R2 .......... 

- 

Center-tap dotentiometer, linear 
wire-wound. 

R3-......~-. Resistor, Carbofilm . . . . . . . . . .._... 
R4.. _ _. _ Resistor, wire-wound .__... ..~ ._.... 
RL..... Resistor, wire-wound ._....__..... 
R6.. _ Resistor, wire-wound .._.......__. 
R7.. _. Resistor, wire-wound .__..... 
R8.. Center-tap potentiometer. nire- 

The Daven Co .... ..__ ............ 
The Daven Co ..__ ................ 
The Dawn Co.. ............. ._~_. 
The Daven Co ._....._..__ ........ 
Mallory Electric Corp . .._ _ ........ 

wound. 
Resistor, Carbofilm .. _ ... _. ..... _ 
Resistor, Carbofilm .._ ............. 
Resistor, Garbofilm. _ .............. 
Resistor, Carbofilm.. ........ .._ ~_ 
Resistor, Csrbofilm. _ ............... 
Resistor, Carbofilm..~ ..- .......... 
Resistor..............~.......~ ..... 
Resistor......~...........~ ......... 
Resistor............-~...........~ ... 
Capacitor, mica.. ................... 
Toggle switch. double-pole double- 

R9.. _ 
RlO... .._... 
Rll__...... 
R12 .__..... 
R13....-.... 
R14......... 
R15 .__..._.. 
R16......... 
Rli........- 
Cl. _ _ _ . 
Sl, SlO .._... 

General Radio Co ._.._... _..._..... 

throw. 
Decade potentiometer switch, 0 to 

10 positions. 
Decade potentiometer switch, 0 to 9 

positions. 
Decade uotentiometer switch. 0 to 9 

1870A.w 

1871B.... 1871CL 1871D... 1454 

Supplied complete with 
R* mentioned above. 

Supplied complete with 
Ra mentioned above. 

Supplied complete with 
Ra mentioned above. 

Supplied complete with 
Rt mentioned above. 

resistor: 

resistors 

resistors 

resistors 

The Dawn Co _.._..... . . . .._..... 

The Dawn Co . . . . . . .._.....___.... 

The Daven Co ._............._..... 

The Daven Co... . . .._............. 

Contralab Div., Globe-Union, Inc. 

------I------------- . _ _ _ , . _ 
2 poles, 3 positions...... . . . . . . . . . .._ 

2 poles, 5 positions 
Sensitive Research Instrument Con 
Weston Electrical Instrument Co. _ 
Weston Electrical Instrument Co.. 
Radio Corp. of Am.-.- ________ _ 

yw .._____ --. __ 100-R internal resistance 
301.___..____.. 31% 425 _______.___. Specially ordered 
Flashlight.-... Normal B........... Battery..-.-.-....-.....-.--......-. 

FIGURE 40.--Calibration unit. 
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FIGURE 41.-Calibration unit, front view. 

FIGCRE 42.-Hot-wire response to traveling shock wave. Compen- 
sated A and uncompensated B record from shock wave. Wollaston 
wire, diameter, 0.0001 inch; heating current, 21.42 milliamperes; 
a,‘=0.4i; time constant M=O.225 millisecond; calibrating sine 
wave, 5-kilocycle, 75-millivolt root-mean-square value. 

Wave analyzer.--8 narrow-band-width wave analyzer is 
used to measure the power contribution to the total signal 
by the different frequency bands. The commercially avail- 
able equipment is designed primarily to isolate discrete 
spectral lines and is calibrated accordingly. Some modifica- 
tions, such as the use of a square detector for output meter, 
are necessary to measure the proper quantities. 

SAMPLE MEASUREMENTS 

A few sample experimental results are submitted. This 
has been done not so much for the information contained but 
to demonstrate the soundness in design principle of the 
equipment by its performance in the manner expected. 

TIME RECORD OF HOT-WIRE OUTPUT IN A SHOCK TUBE 

M’hen a traveling shock wave passes by a point in a shock 
tube, the density and absolute temperature increase dis- 
continuously and the velocity rises abruptly from zero to a 
finite value. If a hot-wire probe is inserted into the shock 
tube, a t,ransient change occurs in the flow conditions during 
a period that is extremely short compared with the response 
time of the wire and accompanying apparatus. In accord- 
ance with the theory, the uncompensated wave shape should 
still be exponential, even though the simple linearized ther- 
mal-lag equation is not applicable. Figure 42 shows an un- 
compensated and a compensated record together with a 

. 

FIGURE 43.-Ultimate resolutiou of hot-wire method. A, shock-wave 
record, compensated; B, lo-kilocycle square-wave record, compen- 
sated; C, no signal; D, sine wave, 50-kilocycle, 75-millivolt root- 
mean-square value. Shock-wave indication rises sharply, then 
becomes less steep, probably because shock reflection from wedge- 
shaped holder becomes significant. R,=33.3 ohms; I= 13.56 
milliamperes; time constant M= 0.205 millisecond. 

5,000-cycle-per-second sine wave. The records prove that 
with compensation high fidelity has been achieved. Oscillo- 
graph records obtained at a higher writing speed more com- 
pletely resolve the details of the transient response per- 
formance, and, in the presence of a timing signal, the rise 
time can be estimated. Figure 43 shows three traces illus- 
trating the transient response of the wire to a step function 
in flow conditions (A) and in heating current (B). The rise 
time measured is of the order of 10 to 15 microseconds. This 
work was carried out in the Department of Aeronautics at 
The Johns Hopkins University. 

MASS-FLOW AND STAGNATION-TEMPERATURE FLUCTUATIONS IN A 
SUPERSONIC TUNNEL 

A 0.00015-inch-diameter tungsten wire of approximately 
0.080-inch length was used in this investigation. The sensi- 
tivity of the wire is given in figure 8. The instantaneous 
voltage fluctuation across the wire is given in equation (15). 
The mean-square voltage fluctuation 

(Ae’)“=~‘e’=Ae,2(m’)2fAeT2(zY)2-2Ae, AeTm’29RmT (32) 

with 
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If the correlation between mass-flow fluctuations and stag- 
nation-temperature fluctuation is complete (RmT= i 1)) the 
plot of 

$;=frz) 

must be a linear one. The intersection at 

*=o 
A+ 

equals 19 and the slope is m’ for RmT= - 1 or -m’ for RmT= 1. 
A tungsten wire 0.00015 inch in diameter and approxi- 

mately 0.08 inch long was exposed to an air stream with 
M= 1.73 and a supply pressure of 40 centimeters of mercury. 
The sensitivity for mass-flow fluctuations varied by 1 to 10 
millivolts per percent and the sensitivity for stagnation- 
temperature fluctuation varied by 3 to 10 millivolts per 
percent corresponding to 1 millivolt to 3 millivolts per ‘C. 
The ratio of sensitivities varied by a factor of 1 to 1.5 in the 

.9 
, 0 

/ 

.8 

.5 
--- Assuming R,r = 0 

.4 

Aem 
4 

FIGURE 44.-Graphical separation of mass-flow and temperature 
fluctuations. 

Uncompensated 

FIGURE 45.-Hot-wire record in supersonic wind tunnel. Tungsten wire, 0.00015-inch diameter, 0.08 inch long; pressure at stagnation tempera- 
ture, 40 centimeters of mercury; To= 16” C (289” Ii); Mach number, 1.73; current, 46.2 milliamperes; T,= 101’ C (374°K) ; R,= 13.4 
ohms; time constant II/J= 0.45 millisecond. 
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0 0 
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0 

IO 
t; kc 

__ 

0 

0 0 

20 

FIGURE 46.-Power spectrum of turbulent fluctuations in supersonic 
boundary layer. Free-stream Mach number, 1.75; atmospheric 
pressure; stagnation t,emperature T,=20” C (293’ K) ; boundary- 
layer thickness, 0.500 inch; probe location y= 0.250 inch. 

useful range. Figure 44 shows a plot of the separation of 
mass-flow and temperature fluctuations obtained in the 
Aberdeen Bomb Tu’nnel when the turbulence was artificially 
increased in the settling chamber. The graph suggests 
strongly that RmT= -1 in this case. Later analysis of the 
same data (fig. 10 in ref. 3) indicates that the fluctuationswere 
primarily ‘Yemperature spottiness” or “entropy mode.” 

An oscillographic record taken during the same experiment 
is shown in figure 45. Note the high-frequency content of 
the hot-wire output. This is not the random noise produced 
by the equipment since the signal-to-noise ratio was ap- 
proximately 3O:l (in power). The energy spectrum was 
measured by a specially built superheterodyne wave ana- 
lyzer up to 70 kilocycles. A supersonic boundary layer 
about 0.5 inch thick was explored (ref. 3) and the spectrum 
found is shown in figure 46. The noise level is about one- 
sixth of the signal at the upper end. 

TURBULENCE SPECTRUM IN LOW-SPEED FLOW REFERENCES 

The performance of the turbulence-measuring equipment 
described in this report seems to be superior to that of pre- 
viously reported instruments at both high and low speeds. 
Figure 47 shows an energy-spectrum measurement in a 
turbulent boundary layer. The noise and the turbulent- 
velocity fluctuation are both random functions. The energy 
spectrum of the signal decreases with rising frequency. The 
spectrum of the amplifier noise is flat without compensation, 

1. KovBsznay, L. S. G., and TBrmarck, Sven I. A.: Heat toss of Hot- 
Wires in Supersonic Flow. Bumblebee Rep. No. 127, The Johns 
Hopkins Univ., June 1950. 

2. Kovitsznay, Leslie S. G.: The Hot-Wire Anemometer in Supersonic 
Flow. Jour. Aero. Sci., vol. 17, no. 9, Sept. 1950, pp. 565-572, 
584. 

3. KovBsznay, Leslie S. G.: Turbulence in Supersonic Flow. Jour. 
Aero. Sci., vol. 20, no. 10, Oct. 1953, pp. 657-674, 682. 

4. Dryden, Hugh L., Schubauer, G. B., Mock, W. C., Jr., and Skram- 
stad, H. Ii.: Measurements of Intensity and Scale of Wind- 

o Measured spectrum 1 

‘;; 
IO 100 1,000 IC 

4 
3 
00 

t cps 

FIGC-RE 4i.--Energy spectrum of turbulent velocity fluctuatious in 
Ion--speed boundary layer. Free-stream velocity U0=50 feet per 
second; boundary-layer thickness, 3 inches; distance of probe from 
surfxe, 0.15 inch; local mean velocity U/U,=O.SS; turbulence level 
in terms of free-stream velocity V/V,, 0.078. 

but it rises with frequency when compensated. 
The noise readings are indicated at the two highest fre- 

quencies where they are still substantially lower than the 
signal (points close to horizontal axis). At lower frequencies 
the noise spectrum is practically undetectable. 
THE JOEINS HOPKINS UNIVERSITY 

BALTIJIORE, MD., December 13,1951. 

.i --- ----_ -_. 
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TABLE I.-PARTS LIST FOR CONNECTORS OF ELECTRICAL CIRCUITS 

Symbol Description Manufacturer From TO 
_______ --__ I I I 

Signal 
- 

10 ” 
o-1 v d. c. 
300 v d. c. 
220 v d. c. 
0-l v d. c. 

;-p;;;:;;‘g-:: }- 41x1 Phenolic Carp ___. . .._.. ~... Square-wave generator--.. Control unit ____..... _.... 
_-__..__.._...__.._ ,_....___.....__.....__............. Oontrol wit.--_. __....... Calibration unit __.. ._.... 
%???%,‘%----- \Am. Phenolic Corp. ._...__....... Filament supply.-. . ..__. Control unit .____....____. 

Pl.. ............... 
P2 _ ................ SWTP1. 
P3A-.---.~.-----.~ {~“NI~:~un-Isu-JzoLI- .... , 
P3B _ ._. _ .. .._. ... Set! P3A .................. _ ... ._ _ .. __- ._._ .__ ............... _ Plate supply __. ....... _ ... Control unit-- __ ..... _ .... 
P4 _.........._ ..... See PI . ..-. ... ._......_ ... .__...____...._ ._ ... .._ ............. Control unit.-- _ ....... .._ Calibration unit __.._ ..... 
P5.. .......... .._ .. _*I -- -I_ .... , 
;;-: ........ ..-.-.. See ~5..--.-......~ ....... _..____.........__......--..._.~.._. Calibrationunit....- ...... Control unjt . ..-.......... 

.... Binding posts _ ............ ._....._.............__ .......... .._ Hot-wre probe. .._. ....... Control umt ____....._ . .._ 
PA _......_.....__ .. See P5 ____..._ ... ............. ..... ~_._ ................... Compensating amplifier ... Service unit ........ ...... 
Pg.. .............. 6-140. .._......_ ........... Cinch Mfg. Corp., Howard B. POW% SUPPlY.~. ......... Compensating amplifier ... 

~-%:7:$%----I~ . Am Phenolic Corp _......... ~. ._. Control unit.---. . . . . ~_ .I Compensating amplifier... 1 

Jones Di?. 
PlO..- . . . . . . .._... See PI----.- ._.. ~.~ . . . .._ _- . . ..__....._.... ~~ . . . . . . . . . . . ~.. Sine-wave generator _._.._. Calibration unit __.._._.... 
PIl................ Binding posts............. ._...._._....___....__......-..-.... . . . . . . . . . . . .._..._......... Control unit-. 
P12.-.............. See P5..--................ . . . . . . . . . ..__.._.....___........._. Serviceunit-............. O;;cUzcope 01 

PI.? ~~~ SeeP5----.~~~ ~~ -- . . .._.. . .._ Serviceunit _._.__......__. Powerunit . .._ - -.. _......... .~... ~~~ ~~~~ ~~~ ~~ ~~ _ _ _ _ 
P14................ Binding posts-............ . . . . .._...-...........__...._...---- Polrerunit..._............ Ratiometer...........-..-. 
PI5 . . ..__....___.. See Pl- ____..___._..___... .__..._._. . ..___....___.....__--. -.. Power unit ..__.___.....__. ..__.....__..._. __....___.. 
P16 . .._._.. ~_.._.. See P3A .__..... .._._..... _.....__. .._._....._....._......-. . . .._..___....._....... Power unit . .._..._..._.___ 
P17 . . . ..__....___.. ijee Pl- ____..___._..__.... ._......_... .___....._......__...... Power unit.... .._......__. OscilIoscope .._.__....___.. 

O-100 mv a. c. (hot-wire signal) 
O-90 mv a. c. 
&300 III& d. c., &100 mt’ a. c. 
O-5 v a. c., 40 v d. c. (output signal) 
300 v d. c., 117 v a. c. 

&IO v 5. c. 
Access terminal to d-c potentiometer 
Elgh-impedance output 

Impedance matched output 
O-l.5 v d. c. 
g;.t ;,d; c. and a. c. (square output) 

Input&ml monitor 

0 


